
GUNS / LANCES

10 GPM @ 5000 PSI
1/4" M x M

J06-00104EZ Has double grip.

J06-00158-B Assembly Includes: Double grip 
lance, quick connect, and trigger gun

ZPS Vented Grip Lance & 
Trigger Gun/Lance Assembly

PART # DESCRIPTION

J06-00104EZ 42”  Vented Grip ZPS Lance

J06-00158-B 42”  Trigger Gun/Lance Assembly - Complete

10.5 GPM flow rate
4000 PSI max. pressure
1/4" M x M

15° Bend @ lance end
Seamless tubing
300° F

Stainless Steel Vented Grip Lances

PART # DESCRIPTION

J06-00169 27.5" SS Vented Grip Lance (one grip)

J06-00170 35.5" SS Vented Grip Lance (one grip)

J06-00171 47.5" SS Vented Grip Lance (two grips)

J06-00172 59"    SS Vented Grip Lance (two grips)

J06-00173 79"    SS Vented Grip Lance (two grips)

GP Chrome-Plated Vented Grip Lances

10 GPM
4,000 PSI max. pressure

PART # DESCRIPTION

J06-00324 36”  Vented Grip Lance - #DL36VCS (one grip)

J06-00325 48”  Vented Grip Lance - #DL48VCS (one grip)

Zinc Plated Steel/Nickel Chrome Plated 
Steel Non-Insulated Lances

10.5 GPM flow rate
Pressure rating - see table
1/4" M x M
12” - 48” are Zinc Plated Steel
60” & 79” are Suttner’s ST-003 
Nickel Chrome Plated Steel w/rolled threads
300° F
Straight, seamless tubing

PART # DESCRIPTION

J06-00179 12" Non-insulated Lance - 4000 PSI rated

J06-00180 18" Non-insulated Lance - 4000 PSI rated

J06-00181 24" Non-insulated Lance - 4000 PSI rated

J06-00182 36" Non-insulated Lance - 4000 PSI rated

J06-00183 48" Non-insulated Lance - 4000 PSI rated

J06-00195 60” Non-insulated Lance - 6000 PSI rated

J06-00196 79” Non-insulated Lance - 6000 PSI rated

-
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300° F
Straight, seamless tubing

-
-

1/4” M x M
320° F

-
-

-
-

-
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-
-
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10.5 GPM flow rate
3650 PSI max. pressure
1/4" M x (2) 1/4" F
320° F
Side handle

PART # DESCRIPTION

J06-05253 41” Dual Lance - #YDL41SSB

J06-995253 O-ring Repair Kit - #Y41.0419.24

GP Stainless Steel Dual Lance

-
-
-
-
-

10.5 GPM flow rate
3000 PSI max. pressure
1/4" M x (2) 1/4" F

J06-00123A, JA6-00266:  w/ 1/4” QD & 
1/4”  M 65 Deg. #40 Brass Soap Tip 

PART # DESCRIPTION

J06-00123A 36” Dual Lance - #ZZDBL (DELUXE - 100673)

J06-00274 36" Dual Lance - #ZZDBL

J06-00266 72" Dual Lance - #ZZDBL72

JA6-00266 72” Dual Lance - #ZZDBL72 (DELUXE - 100752)

J06-99266 Valve/Handle Repair Kit - #ZZZDIS

GP Dual Lances

284° F
Side handle
Zinc plated steel

-
-
-

-
-
-

Durable rubber design – 
not made of cheap plastic! 

Side Handle for Lance

PART # DESCRIPTION

J06-00291 Side Handle for 1/4” Lance

Prices & availability may change without notice – Sales rep will review your order before processing



10.5 GPM, 4000 PSI
1/4" M x M
15° Bend lance end

Seamless tubing
300° F

10.5 GPM
4000 PSI: J06-00175, J06-00178
5000 PSI: JA6-00164, J06-00174, 
J06-00176, J06-00177

LANCES / WANDS

PART # DESCRIPTION

J06-00164 27.5" Vented Grip Lance (one grip)

J06-00165 35.5" Vented Grip Lance (one grip)

J06-00166 47.5" Vented Grip Lance (two grips)

J06-00167 59"    Vented Grip Lance (two grips)

J06-00168 79"    Vented Grip Lance (two grips)

Zinc Plated Steel Molded Grip Lances

1/4” M x M
Straight, seamless tubing
300° F

Zinc Plated Steel Vented Grip Lances

PART # DESCRIPTION

JA6-00164 12” Molded Grip Lance (one grip)

J06-00174 24" Molded Grip Lance (one grip)

J06-00175 36" Molded Grip Lance (one grip)

J06-00176 48" Molded Grip Lance (two grips)

J06-00177 59" Molded Grip Lance (two grips)

J06-00178 79" Molded Grip Lance (two grips)

10.5 GPM
4,000 PSI max. pressure

Chrome-Plated Round Molded Grip Lances

PART # DESCRIPTION

J06-00330 28" Molded Grip Lance (one grip)

J06-00331 36" Molded Grip Lance (one grip)

J06-00332 47" Molded Grip Lance (two grips)

J06-00333 59" Molded Grip Lance (two grips)

PART # DESCRIPTION

JA6-00115 Flex Wand - 18” - 1/4” M x 1/4” M

JA6-00116 Flex Wand - 18” - 1/4” M x 1/8” F

JA6-00113 Flex Wand - 24” - 1/4” M x 1/4” M

JA6-00117 Flex Wand - 24” - 1/4” M x 1/8” F

2500 PSI max. pressure
11” Grip - Molded insulated

Galvanized Steel
200° F

Flex Wands

Lance Nozzle Coupler

White zinc plated steel
1/4” F x 1/4” F
5000 PSI rated
Place on end of lance to change lance to FPT 
for connecting MPT nozzles.

PART # DESCRIPTION

JA6-00165 Lance Nozzle Coupler - 1/4” F x 1/4” F

-
-
-

-
-

-
-
-
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-
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1/4” M x M
302° F

-
-

-
-

-
-

-
-

-
-
-
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PART # DESCRIPTION

J06-00198 Spray-Flex Wand - 3000 PSI

JA6-00135 Spray-Flex Wand - 5000 PSI

Spray-Flex Wand

13” Stainless Steel
1/4” F x 1/4” M
210° F
90° Flexibility - Keeps its shape 
under pressure!
Works w/any tip & pressure washing 
wand.

-
-
-
-

-

PART # DESCRIPTION

JA6-00187 Lance Saver - 1/4” M QC Plug x 1/4” F

Zinc plated steel
1/4” M QC Plug x 1/4” F
5500 PSI rated
Add this item to your lance - with the 
extra depth it adds strength helping to 
prevent the breaking of threads.

Lance Saver

-
-
-
-

Prices & availability may change without notice – Sales rep will review your order before processing



Suttner Dual Lance

PART # DESCRIPTION

J06-00253 Dual Lance w/side handle - #ST-54 (38”L) 
(STANDARD - WITH BEND ON END)

J06-00253NB Dual Lance w/side handle - #ST-54 (38”L) 
(NO BEND ON END)

JA6-00182 Dual Lance w/side handle - #ST-54 (48”L)

J06-99253 Valve/Handle Repair Kit for ST-54 - 
#200054492

J06-99253A Handle Repair Kit for ST-54 - #200054450

J06-00289 Dual Lance w/top knob - #ST-53 (38”L)

J06-99289 Handle Repair Kit for ST-53 - #120000005

J06-99289A Valve Body Kit for ST-53 - #120000010

ST-53

ST-54

12 GPM flow rate
ST-53:
3625 PSI max. pressure
ST-54:
4500 PSI max. pressure
1/4” M x (2) 1/4” F

LANCES

- Adjustable
- C-Clamp Design

Side Handle for Lance

PART # DESCRIPTION

JA6-00296 Side Handle for 1/4” Lance

Dual Lance - Stainless Steel

10.5 GPM flow rate
4100 PSI max. pressure
1/4" M x (2) 1/4" F
300° F

Vented durable plastic grip
Includes nozzle protector and 65 
Degree #40 brass soap tip

PART # DESCRIPTION

J06-00152 Dual Lance - 42”

J06-99152
Repair Kit - Includes rubber grip for handle, 
seal, brass nut, ss stem, valve plastic protec-

tion, and handle tube

Suttner’s Push & Pull Lance

Ideal for hard to r applications such as gutters, underneath fender 
wells, truck bellies, and heavy equipment.
Vented grip can be pulled to make lance angle up to 90 degrees.
“Pump action” allows for quick angle change for hard to r areas.
 desired angle remains stationary until adjusted.
Hard soft nozzle protector
3050 PSI
1/4” F x 1/4” F
300° F

PART # DESCRIPTION

JA6-00111 Push & Pull Lance - 34” Zinc Plated Steel - #ST-85 

-
-

-

-

Includes:
Brass low pressure soap nozzle 65 
Deg., #30
Zinc plated steel
300° F

-

-
-
-
-

-
-

-

-
-
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Suttner Stainless Steel Dual Lance

12 GPM flow rate
5800 PSI max. pressure
1/4” M x (2) 1/4” F
Includes: Brass low pressure soap nozzzle 65 Deg., #30
302° F
High pressure spray contractors choice 
Features comfortable ergonomic shaped cool & compact molded 
grip resistant to heat
All stainless steel construction
Suitable for corrosive chemicals 

PART # DESCRIPTION

JA6-00372 Dual Lance w/side handle - #ST-54.2 (38.5” L)

NEW
PRODUCT

-
-
-
-
-
-
-

-
-

-
-

Prices & availability may change without notice – Sales rep will review your order before processing



PART # DESCRIPTION

J06-01193 12’ Fiberglass Telescoping Wand - #DLTG12

J06-01193-04 Trigger Gun - Replacement - #DG4000TS12

J06-01194 18’ Fiberglass Telescoping  Wand - #DCLTG18 
“C in part # indicates compensating gun”

J06-01194-01 Trigger Gun - Replacement - #DCG4000TS18 
“C in part # indicates compensating gun”

J06-01195 24’ Fiberglass Telescoping  Wand - #DCLTG24 
“C in part # indicates compensating gun”

J06-01195-03 Trigger Gun - Replacement - #DCG4000TS 
“C in part # indicates compensating gun”

J06-01196 Wand Belt - Adjustable to fit all sizes of 
wands

J06-01188 Gutter Cleaner w/quick connect

“Giraffe”  Fiberglass 
Telescoping Wands

Replace or service gun and lance with ease!
Completely rebuildable design!
Wand belt available which reduces operator fatigue
Large threads in locking mechanism reduce lock-up
Fiberglass pole w/aluminum wand, 1/4” Hose
The “Giraffe” extension wands operate with minimal pressure loss. 
This means that they may be used with downstream chemical 
injectors. In order to draw chemical, you must have a downstream 
chemical injector on the pressure washer.
10.5 GPM max. flow, 4000 PSI max. pressure, 195° F
1/4” QC Socket for easy nozzle changes
Shipping weights: 12’ = 9.2 lbs., 18’ = 11.6 lbs., 24’ = 14.2 lbs.

No need for scaffolding – try an Extension 
Wand instead!

Gutter
Cleaner

18’/24’

12’

Wand
Belt

Fiberglass Telescoping Wands

“Lever” style design

8 GPM flow rate
4000 PSI max. pressure
200° F
1/4” Hose
Lever lock style design eliminates locking up of the twist style pole 
locks if sand and debris get in them.
Two aluminum poles and fiberglass outer pole
Retracted Length: 6 Feet 6 Inches

PART # DESCRIPTION

J06-01200 18’ Fiberglass Telescoping Wand

J06-01202 Gutter Cleaner - Male M22 Inlet, 1/4” QC 
Outlet

J06-01203 Trigger Gun - Replacement

J06-01196 Wand Belt - Adjustable to fit all sizes of wands

Wand
Belt

Gutter
Cleaner

FIBERGLASS TELESCOPING WANDS

-
-
-
-
-

-
-

-
-
-
-
-
-

-
-
-
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Gain access to areas that are normally out of your r.
Clean windows, gutters, tall buildings, large vehicles; the uses are 
endless!
Due to the gun’s design, you are able to draw chemical as long as 
the pressure washer has a downstream chemical injector on it.
8 GPM
4000 PSI max. pressure
1/4” Hose
1/4” Quick Connect Socket for easy nozzle changes
18’ - 6’ 6” Retracted Length, 13 lbs.
24’ - 9’ Retracted Length, 16 lbs.
Easily field repairable gun
Light weight aluminum wand
Stainless steel end pole, tight crimped and reinforced by set 
screws.
Color: Gold
Comes standard w/wand belt
200° F

Clean tall
buildings!

Wand Belt
is included!

Super Heavy Duty Aluminum Telescoping Wand

PART # DESCRIPTION

J06-01180 18’ Aluminum Telescoping Wand *Includes a wand belt!

ALUMINUM /FIBERGLASS TELESCOPING WANDS

-
-

-

-
-
-
-
-
-
-
-
-

-
-
-

Fiberglass Telescoping Wand

“Lever” style 
design

Compact Design - 4 Pole Telescoping Wand!

8 GPM flow rate
4000 PSI max. pressure
200° F
1/4” Hose
Three aluminum poles and fiberglass outer pole
Retracted Length: 24’ = 6 Feet 6 Inches
The lever lock style design eliminates locking up of the twist 
style pole locks if sand and debris get in them.
Easy to use, store, and transport - compact design fits into a 
smaller box to reduce shipping costs!

-
-
-
-
-
-
-

-

Wand 
Belt

Gutter
Cleaner

PART # DESCRIPTION

J06-01204 24’ Fiberglass Telescoping Wand

J06-01202 Gutter Cleaner - Male M22 Inlet, 1/4” QC Outlet

J06-01205 Trigger Gun - Replacement

J06-01196 Wand Belt - Adjustable to fit all sizes of wands

Prices & availability may change without notice – Sales rep will review your order before processing




